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Features 

 8-off terminated video inputs 

 4-off video outputs 

 addressable 

 can be looped together to form a video matrix of up to 128 in by 4 out 
 
Description 
The Videcom VC-7000 series is a range of easy to install, easy to configure and easy to operate 
vandal resistant audio/video equipment, designed to enable you and your clients to install reliable 
vandal resistant intercom systems with integral video. 
 
The VC 7000-084 Video Matrix provides an 8 input 4 output video switch which can be looped 
together to form a video matrix of up to 128 in by 4 out. 
 
Specifications 

 black metal rack mounting enclosure 

 dimensions (approx) 1U 19.5 inch rack mounting 110mm deep 

 24V DC (use standard Folknoll PSU P/No 240-20-24) 

 accessible fuse 

 accessible ID switch 

 power connector 

 standard Folknoll Videcom bus connector 

 video in: 8-off  terminated 75 Ohm BNC sockets 

 video out: 4-off  75 Ohm BNC sockets 
 

 

Designed For Life 
As with all Folknoll products the Videcom system has been designed for easy installation, simple 
configuration, straightforward operation, excellent testing facilities, low maintenance and high 
reliability. 

 

Custom Units 
Folknoll is a customer requirement led company.  If you need special software features, 
custom made units or larger systems, then please contact Folknoll to discuss your requirements.  
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Further Information  
Please contact us for further information about the wide range of Folknoll products and systems. 
 
Folknoll Group, 26 Old North Rd, Royston, HERTS, SG8 5DT, UK 
Tel:  +44 (0) 1763 234567     Email:  sales@folknoll.co.uk             www:  www.folknoll.co.uk 
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